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Risk Assessment for Aerobatic Flight 
Normal and competition flights 
 
 
1. Normal conditions: 
- standard aircraft preparation (fuel, performances and M&B), 
- SEP aircraft designed and approved for aerobatic manoeuvres, 
- over an airfield or a designated aerobatic box or over the countryside, 
- minimum height: 500 m AGL, 
- wearing a safety parachute (highly recommended, compulsory for competition), 
- no rain, 
- clouds base higher than 800 m AGL, 
- visibility more than 5 km, 
- wind less than 12 m/s (ground and up to 1000 m AGL), 
- temperature less than ISA + 20 and/or ground elevation less than 3000 ft MSL. 
 
No specific risk under normal conditions. 
 
2. Special conditions: 
� Variations in weather conditions 
 � rain, light rain or moisture in the air 
  � consider risk of flight performance and dynamics modification 

� consider reducing the complexity of the manoeuvres 
  � consider increasing minimum height AGL 
 � low clouds 
  � consider reducing the complexity of the manoeuvres 
 � wind higher than 12 m/s 
  � consider reducing the complexity of the manoeuvres 
  � consider increasing minimum height AGL 
 � high altitude density 
  � consider reducing the complexity of the manoeuvres 
  � consider increasing minimum height AGL 
� Flight lower than 500 m AGL 
 � FOCA special authorization required 

� over or outside an airfield or in a designated aerobatic box 
� area protected by NOTAM / DABS 

  � consider having a ground observer 
   � with radio 
� Use of smoke oil 
 � paraffin oil (recommended!) 
  � consider increased risk of fire 
  � consider risk of dynamics modification 
 � diesel (to be avoided!) 
  � consider increased risk of fire 
  � consider risk of dynamics modification 
  � consider environment hazard 
 


